
KEYBOARD INFORMATION 
. Cherry MX BROWN mechanical key switches (soft tactile) 

. Laser etched keycap 

. N-key rollover (full NKRO on PS/2, 6KRO on USB) 

. Embedded multimedia keys 

. Heavy duty braided cable 

. Gold plated connectors 

. Tilt legs 

. US ANSI 104-key 

PACKAGE CONTENTS 
. Durandal mechanical keyboard 

. PS/2—USB adapter 

. User guide 

 

TECHNICAL INFORMATION 
. Brush aluminum look alike upper enclosure with heavy duty braided cable 

. 50,000,000 actuation on key switches 

. 45g actuation force 

. Keyboard dimension: approx 18in x 7.5in x 1.7in 

. Keyboard weight: approx 3.0 lbs 

. Cable length: approx 6' foot 

 
SYSTEM REQUIREMENTS 
. Windows® 7, Windows Vista®, Windows® XP 

. Available USB port or PS/2 port 

 
ENVIRONMENTAL DATA 
. Operating temperature: 0°C to 50°C 

. Operating humidity: 0% to 60% 

 
ELECTRICAL DATA 
Keyboard must be plugged into your USB host port that provide 500 mA 

(Milliamps) at 5 V (Volts). Each USB port on the keyboard will support up 

to 100 mA.  
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